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containment buildings (40 CFR part 
264, subpart DD), tanks (40 CFR part 
264, subpart J), or containers (40 CFR 
part 264, subpart I); See 40 CFR 266.205 
for storage of waste military muni-
tions). 

§ 264.1201 Design and operating stand-
ards. 

(a) Hazardous waste munitions and 
explosives storage units must be de-
signed and operated with containment 
systems, controls, and monitoring, 
that: 

(1) Minimize the potential for detona-
tion or other means of release of haz-
ardous waste, hazardous constituents, 
hazardous decomposition products, or 
contaminated run-off, to the soil, 
ground water, surface water, and at-
mosphere; 

(2) Provide a primary barrier, which 
may be a container (including a shell) 
or tank, designed to contain the haz-
ardous waste; 

(3) For wastes stored outdoors, pro-
vide that the waste and containers will 
not be in standing precipitation; 

(4) For liquid wastes, provide a sec-
ondary containment system that 
assures that any released liquids are 
contained and promptly detected and 
removed from the waste area, or vapor 
detection system that assures that any 
released liquids or vapors are promptly 
detected and an appropriate response 
taken (e.g., additional containment, 
such as overpacking, or removal from 
the waste area); and 

(5) Provide monitoring and inspec-
tion procedures that assure the con-
trols and containment systems are 
working as designed and that releases 
that may adversely impact human 
health or the environment are not es-
caping from the unit. 

(b) Hazardous waste munitions and 
explosives stored under this subpart 
may be stored in one of the following: 

(1) Earth-covered magazines. Earth- 
covered magazines must be: 

(i) Constructed of waterproofed, rein-
forced concrete or structural steel 
arches, with steel doors that are kept 
closed when not being accessed; 

(ii) Designed and constructed: 
(A) To be of sufficient strength and 

thickness to support the weight of any 

explosives or munitions stored and any 
equipment used in the unit; 

(B) To provide working space for per-
sonnel and equipment in the unit; and 

(C) To withstand movement activi-
ties that occur in the unit; and 

(iii) Located and designed, with walls 
and earthen covers that direct an ex-
plosion in the unit in a safe direction, 
so as to minimize the propagation of an 
explosion to adjacent units and to min-
imize other effects of any explosion. 

(2) Above-ground magazines. Above- 
ground magazines must be located and 
designed so as to minimize the propa-
gation of an explosion to adjacent 
units and to minimize other effects of 
any explosion. 

(3) Outdoor or open storage areas. Out-
door or open storage areas must be lo-
cated and designed so as to minimize 
the propagation of an explosion to ad-
jacent units and to minimize other ef-
fects of any explosion. 

(c) Hazardous waste munitions and 
explosives must be stored in accord-
ance with a Standard Operating Proce-
dure specifying procedures to ensure 
safety, security, and environmental 
protection. If these procedures serve 
the same purpose as the security and 
inspection requirements of 40 CFR 
264.14, the preparedness and prevention 
procedures of 40 CFR part 264, subpart 
C, and the contingency plan and emer-
gency procedures requirements of 40 
CFR part 264, subpart D, then these 
procedures will be used to fulfill those 
requirements. 

(d) Hazardous waste munitions and 
explosives must be packaged to ensure 
safety in handling and storage. 

(e) Hazardous waste munitions and 
explosives must be inventoried at least 
annually. 

(f) Hazardous waste munitions and 
explosives and their storage units must 
be inspected and monitored as nec-
essary to ensure explosives safety and 
to ensure that there is no migration of 
contaminants out of the unit. 

§ 264.1202 Closure and post-closure 
care. 

(a) At closure of a magazine or unit 
which stored hazardous waste under 
this subpart, the owner or operator 
must remove or decontaminate all 
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